Assembling Your StackRack Combination
(when upper appliance is narrower than lower appliance)
This sheet will guide you in assembling the two appliances you have received in
separate cartons, and which will be stacked one on top of the other. The upper
appliance is narrower than the lower.
The lower unit already has two assembled mounted fittings attached to its upper
surface, each with four (4) screws loosely inserted. You should also have
received four (4) L-shaped brackets, each with a strip of Velcro on one surface
and two holes in the shorter leg of the L. These brackets will be attached to the
fittings already mounted on the lower unit to hold the upper unit in place.
1. Remove the eight (8) screws from the mounted fittings and keep them handy.
2. Center the upper appliance on top of the two mounted fittings so that the legs

(or rear support plate) are firmly seated on the front and rear mounted fittings.
3. Place the four brackets on top of the mounted fittings, two on the left of the
upper appliance and two on the right. The Velcro strips should be facing the
upper appliance, and the holes in the brackets should align with the holes in
the mounted fittings.
4. Remove the outer covering from the four Velcro strips, then slide each bracket
up against the side of the upper unit until a firm contact is made with the
Velcro. Use the screws saved from Step 1 to screw the four (4) brackets firmly
to the mounted fittings to secure the upper unit in place.
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Assembling Your StackRack Combination
(when upper appliance is same width as lower appliance)
This sheet will guide you in assembling the two appliances you have received in
separate cartons, and which will be stacked one on top of the other. The upper
and lower appliances have the same width.
The lower unit already has two assembled mounted fittings attached to its upper
surface, each with four (4) screws loosely inserted. You should also have
received four (4) rectangular brackets, each with a strip of Velcro on one side
and two holes. These brackets will be attached to the fittings already mounted
on the lower unit to hold the upper unit in place.
5. Remove the eight (8) screws from the mounted fittings and keep them handy.
6. Center the upper appliance on top of the two mounted fittings so that the legs

(or rear support plate) are firmly seated on the front and rear mounted fittings.
7. Remove the outer covering from the four Velcro strips and place each bracket
up against the side of the upper unit, so that the holes in the brackets align
with the holes in the mounted fittings and the Velcro is facing the upper
appliance. Firmly seat the Velcro against the side of the appliance. There
should be two brackets on each side.
8. Use the screws saved from Step 1 to screw the four (4) brackets firmly to the
mounted fittings to secure the upper unit in place.
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