sUMMIT

PRO24G

Product Features:

Sealed Sabaf burners

36" x 23.25" x 24" (H x W x D)

24" wide 'slide-in' look gas range with sealed burners,
waist-high broiler, stainless steel finishing, storage
compartment, and black cabinet and surface

Highlights:
24" width is ideal for smaller kitchen spaces

Sealed Sabaf® burners provide a safer, cleaner cooking
experience

Unique stainless steel and black finishing in a modern
European design

Quality burners ensure a safer cooking performance

Electronic ignition

Spark ignition for added safety

LP Conversion kit included

Kit allows user to convert the unit from natural to LP gas after purchase

Stainless steel finishing

Lower panel and manifold feature stylish stainless steel

Continuous grates

Two sets of continuous grates make it easy to slide cookware from front to back burners

Waist-high broiler

Broiler is located inside the oven, making it easier to use

Push-to-turn controls

Safety knobs help prevent accidents from turning on the oven or burners

Slide-out oven racks

Two racks with five glide positions for flexible cooking

Oven window

Black-tinted window for a full view of the interior

SUMMIT APPLIANCE DIVISION, FELIX STORCH, INC. | ISO 9001:2015 Certified
770 Garrison Avenue Bronx, NY 10474 USA TEL 718-893-3900 FAX 844-478-8799 e info@summitappliance.com w‘. www.summitappliance.com



sUMMIT

PRO24G Specifications:

Overview

Height of Cabinet 36.0" (91 cm)
Width 23.25" (59 cm)
Depth 24.0" (61 cm)
Depth with Handle 26.0" (66 cm)
Depth with door at 90° 41.0" (104 cm)
Door Black/SS
Cabinet Black
US Electrical Safety ETL
Canadian Electrical ETL-C
Safety

Amps 0.5
Weight 116.0 Ibs. (53 kg)
Shipping Weight 180.0 Ibs. (82 kg)
Parts & Labor Warranty 1 Year
UPC 761101023403
Gas Range

Ignition Spark
LP Convertible Yes
Oven Capacity 2.55 cu.ft
Cooktop Surface Painted
Burner Type Sealed
Number of Burners 4
Burner #1 BTU 10900.0
Burner #2 BTU 3650.0
Burner #3 BTU 7050.0
Burner #4 BTU 7050.0
Burner Controls Dial
Oven Controls Dial
Oven Light Yes
Cleaning Type Manual
Oven Rack Qty 2
Oven Window Yes
Oven Interior Height 14.0" (36 cm)
Oven Interior Width 18.5" (47 cm)

Oven Interior Depth

17.25" (44 cm)

Broiler Location

Inside Oven

Oven Door

Black/Window
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